
 

 

Α Ρ Χ Ι Τ Ε Κ Τ Ο Ν Ι Δ Η Σ  Μ Ο Ν Ω Τ Ι Κ Α  Α . Β . Ε . Ε . ,  « Τ Ε Κ Τ Ο  Ε Λ Λ Α Σ  Α . Β . Ε . Ε . »  
ΘΕΡΜΟΜΟΝΩΤΙΚΑ ΚΟΝΙΑΜΑΤΑ & ΔΟΜΙΚΑ ΧΗΜΙΚΑ 

ΚΕΝΤΡΙΚΑ ΓΡΑΦΕΙΑ: ΖΑΚΚΑ 10, 56727 ΝΕΑΠΟΛΗ, ΘΕΣΣΑΛΟΝΙΚΗ, ΕΛΛΑΔΑ ΤΗΛ: +30 2310 511871 / FAX: +30 2310 521836 

ΕΡΓΟΣΤΑΣΙΟ: 10Ο χλμ ΘΕΣ/ΝΙΚΗΣ – ΝΕΟΧΩΡΟΥΔΑΣ, ΤΗΛ/FAX: +30 2310 782007 

e-mail: tekto@tekto.gr  , Webpage: http://www.tekto.gr 
Σελίδα 1 από1  

DECLARATION OF PERFORMANCE   
     (REGULATION (ΕU) 305/2011) 

No. POLIPLUSBLU03/2023 
 
1. Unique identification code of the product-type: 

POLITERM BLU 200 
2. Intended use/es: 

Thermal insulating general purpose mortar (G) 
3. Manufacturer: 

ARCHITEKTONIDIS MONOTIKA S.A., “TEKTO HELLAS”, 
Headquarters: 10, Zakka str., Neapoli Thessaloniki, P.O. 56727, 

Tel: +30-2310-511871, Greece, e-mail: tekto@tekto.gr 
Factory: 10ο klm Thessalonikis – Neochoroudas, Greece, 

Tel: 2310-782007 
4. Authorised representative: 

- 
5. System/s of AVCP: 

System 4 
6. Harmonised standard: 

ELOT ΕΝ 998-2 
 
7. Declared performance/s: 

Essential characteristic Declared Performance Harmonized standard 

Reaction to fire Euroclass A2-s1, d0 ELOT ΕΝ 13501-1 

Proportion of constituents Politerm aggregates: 800-900lt / cement: 175 Kg ELOT ΕΝ 998-2 

Water vapour permeability factor μ µ = 9 
ELOT EN 1745:2012,  
Table Α.12 

Thermal conductivity d = 0,067 W/mK ELOT ΕΝ 12667 

Durability 
Against freeze/thaw: assessment based on 

provisions that apply on the intended place of use. 
 

 
8. Appropriate Technical Documentation and/or Specific Technical Documentation: - 
 
The performance of the product identified above is in conformity with the set of declared 
performance/s. This declaration of performance is issued, in accordance with Regulation (EU) No 
305/2011, under the sole responsibility of the manufacturer identified above. 
 

Signed for and on behalf of the manufacturer by: 
Georgios Architektonidis 

President & CEO 
Thessaloniki - Greece, 15/03/2023 
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